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VISTA - LED 
BATTERY 
OPERATED 
DRAWER LIGHT

CODE:SE9030HD

Please read these instructions carefully before attempting to install
this product.It is advisable to keep these instructions in a safe place
for further reference.

These products must not be modified,if any modifications are 
made, it may invalidate the warranty and may render the product 
unsafe.

Install on smooth flat & secure surface(s) only.

 Position lights where they will not be exposed to steam or splashes (IP20 Rated)

 Suitable for furniture lighting.

 When the lamp expires the fitting must be replaced.

2 × Screws  
1× Vista Drawer Light

Maintenance & Care

Unit 7 Speedwell Road, Whitwood, Castleford, West Yorkshire, WF10 5PY 

www.sensio.co.uk 

To keep the finish of this product,wipe over with soft cloth periodically. 
Do not use harsh chemical solvents,it may dis-colour or damage the finish.

Technical drawings for illustration purposes only,Sensio has the right to change any information without prior notice. 

Make sure you check all hole cut outs before work commences.

Installation

Slide off the two battery covers.
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Insert the batteries into the 2 compartments 
and replace the covers.

Important information

VISTA - LED BATTERY 
OPERATED DRAWER LIGHT
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Using the screws provided, fix the light 
housing to the inside of the drawer. Mount on 
the reverse of the drawer front and ensure 
the IR sensor is no more than 8cm from the 
top of the drawer.       

Optional fixing method - Fix the light housing 
to the inside of the drawer using the 2 pieces 
of double sided 3M tape provided.

1× Fitting Instructions(3M adhesive tape also included)

Product features

The IR sensor on this product has two modes. The mode can be changed by 
pressing the mode change button on the back of the fitting (small white button, 
you will need a small object should as a sharp pencil lead to push in).

Mode 1: When used in a drawer, the light will switch on within 2 seconds of 
the motion of the drawer opening being detected. The light will switch off 
after 15 seconds of the drawer being closed and no movement being 
detected.

Mode 2: When mounted under a cabinet or bookshelf, when movement is 
detected (within a 8cm range) the light will switch on. If movement is not 
detected for a one minute period the light will switch off.

This product requires 4 x AAA batteries to run (not 
included).

1. LED's are not replaceable.

2. Please ensure the batteries are inserted with the correct polarity.

3. Exhausted batteries are to be removed from the fitting as soon as they expire.

4. We recommend that different types of batteries or new and used batteries are not mixed.

5. Do not use rechargeable batteries in this fitting.

6. The battery supply terminals are not to be short-circuited.
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